
For over 30 years, SNAP-RING® filter bags have been
critical components of filtration systems worldwide.
The wide range of media materials, affordable price,
and reliability of construction have made 
them the ideal choice for applications in nearly all 
process industries.

Superior, Consistent Quality
SNAP-RING filter bags are manufactured to the highest
standards of fabrication available. Materials must satisfy
stringent specifications for filtration performance and
media purity. Production under 9001:2000 quality sys-
tems results in order to order, year to year, reliability and
repeatability. Heavy duty sewing thread and the metal
seal ring are produced to Eaton specifications and guar-
anteed to be silicone free.

Adaptable to Most Vessels
SNAP-RING filter bags are designed and constructed to fit
the widest range of filter vessels, whether from Eaton or
from another supplier. Special geometries are available to
fit most non-standard housings. 

Application Versatility
SNAP-RING filter bags are available with four different
ring plastics, six different media materials and eleven
micron ratings. SNAP-RING filter bags can handle 
corrosive chemicals, aggressive solvents and even 
elevated temperatures. With this many choices, the right 
Eaton filter bag is available for every application.

Sewn Construction Filter Bags

PRODUCT
CODES

SNAP-RING® P: Plain
A: Stainless Steel SNAP-RING®

S: Carbon Steel SNAP-RING®, 
Zinc Plated

Bags/BoxBox Size
30 S, M, L

Bag Size Collar/Ring Type Options Packaging
25 P 02 30L

SNAP-RING® Range
1 25
5 50 200
10 100 1250

Code Size
01 ø 7 x 17 inches L
02 ø 7 x 32 inches L
03 ø 4 x 9   inches L
04 ø 4 x 15 inches L

Micron Rating µm Bag Cover LayerBag Material
PO S
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µm
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Multifilament Mesh
PEMU:  Polyester 

Monofilament Mesh
NMO: Nylon PEMO: Polyester
PMO: Polypropylene PTMO: PTFE

Needlefelt
PE: Polyester HT: Nomex®

PO: Polypropylene PT: PTFE
NY: Nylon W: Wool

SNAP-RING®
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